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OSP Microcheck 2K7®  Bugstick 
An effective tool for combating microbial contamination in fuel storage tanks! 

 

2K7® Bugsticks are an EPA registered multicomponent biocide for use in fuel tanks of farm, 
marine, fleet and mining equipment as well as gasoline (not formulated for aviation or jet 
fuel), diesel, biodiesel blends and heat oil storage tanks.  2K7® Bugstick are both economical 
and easily applied without any extraneous handling or exposure issues. 2K7® Bugstick kills 
bacteria and fungi in water bottoms and fuel systems at a very modest cost of application. 
2K7® Bugstick complies with the US EPA 40CFR80.591A certification, indicating 2K7® Bugstick 
contains <15 ppm Sulfur and is compatible with ultra-low sulfur diesel. 
 

Microbial contamination of fuel storage tanks can lead to very costly problems! 
➢ Tank leakage due to MIC, microbiologically induced corrosion. 
➢ Plugging of filter lines from microbial contamination and microbial slimes 
➢ Microbes using fuel as a food source, decreasing BTU & Octane values as well as Reid 

vapor pressure. 
➢ Generation of acids increasing corrosivity of the fuel 
➢ Production of surfactants degrading water separability properties. 

2K7® Bugstick’s are designed to address microbial contamination! 
➢ Providing dual-phase effectiveness, addressing microbial contamination in both the fuel 

and the water phase. 
➢ Providing protection from and eliminating a broad spectrum of bacteria and fungi in 

contaminated fuel systems. 
➢ Providing a fast kill, within 4 to 72 hours, depending on the scope and severity of the 

microbial contamination. 
➢ Provides prevention of sludge formation, filtration plugging and corrosion due to 

microbial activity.  Reducing downtime and maintenance costs! 
 

The most effective way to prevent and limit microbial contamination is to regularly monitor 
and treat tanks and drain water bottoms.  Typical applications for use of 2K7® Bugstick would 
be for long term storage (power generation fuel storage tanks or hospital back-up fuel storage 
tanks or seasonal storage tanks or similar applications) or where microbial contamination is 
chronic (storage tanks routinely having water contamination or where plugging of filtration or 
applications consistently testing positive for microbial contamination).  
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Recommended Dosage – contamination in bottoms water can be effectively controlled using 
100 mg/L of the active BNPD in 2K7® Bugstick. 

Dosage # 2K7® Bugstick Water present in fuel tank 
1 <1000 Liters <264 gallons 
2 2,000 liters 528 gallons 

• Appearance: Off White opaque stick 

• Density, Lbs/gallon: 8.14 

• pH: 1% in water: = 6 +/- 

• Melting Point: 70° C (158°F) 

• Solubility in water: 280 gms/Liter 

• Shelf Life: 24 months 

• Each 2K7® Bugstick is individually wrapped in a water soluble bag and does NOT need to be unwrapped prior to 
being added to fuel. 

• Use care when handling 2K7® Bugsticks!  Always wear proper PPE, eye and skin protection.  Store in original 
container away from direct sunlight in a cool dry and well ventilated area.  Keep container closed until ready for 
use. 

• 2K7® Bugstick is a unique solid 2-Bromo-2-nitropropane-1,3-diol (BNPD) based product used to control microbial 
contamination. They are non-ionic, balanced and broad spectrum. 2K7® Bugstick are 118 grams in individual 
weight per stick, packaged 10 sticks per carton or 50 sticks per carton.  

• 2K7® Bugstick is individually wrapped in a sealed water soluble bag for easy use without touching or handling 
the biocide directly.  Extensive toxicological and ecotoxicological testing has shown BNPD to be non-irritating, 
non-sensitizing when applied at normal use levels and is non-mutagenic, non-carcinogenic, non-teratogenic.  
Like any microbial control agent full care should be taken when handling or applying a microbiocide. Refer to 
SDS for further information before using. 

 

 

BNPD microbicide has a long and valued 
history in the control of microorganisms in 
a variety of applications ranging from 
cooling water, closed loop as well as oil 
and gas.  2K7® Bugstick offers a valuable 
shock feed cost effective prevention and 
problem solving tool for the water 
treatment industry. 

 
Contact our office today for further 

information, product pricing or 
 volume discounts. 

 

 


